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Church Assembly Instructions

All Parts Are Shown i
www.mainstreetmodels.com

Please note that roof tabs and slots have been removed to
provide a more realistic appearance.

Step 3
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IF YOU PUSH THESE PIECES(WINDOWS) HALFWAY
THROUGH THE FRAME AND HALFWAY THROUGH
THE WALL, THE FRAME MIGHT STAY IN PLACE

WITHOUT GLUING - THIS APPLIES TO ALL WINDOWS
AND DOORS

YOU MIGHT NEED TO LOSEN UP THIS WALL A BIT
IN ORDER TO LET THE ROOF SLIDE INTO PLACE
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Step 5

EACH WINDOW HAS A THIN PLASTIC LAYER
THAT NEEDS TO BE GLUED ON THE BACK
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Note: Stairs have been
removed on G Scale

Step 10 Step 11
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e door trim has been altered for a more realistic G scale look.
This trim now comes in two pieces: one trims the door itself, and
one trims the wall piece.
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Your kit includes an extra steeple in 1/16 inch wood. You may
find this provides an more realistic look for your building. With

a bit or finessing your steeple will look great! If you have
questions please contact us through our web site.
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=5 For the windows, remove the protective film and
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carefully glue the clear window material to the window frames
X5 AR SRR 7 and attach the stained glass to the clear window material.
{“'3(/’??/// [ .“'\\Q\\\\‘ / Some of the tabs shown on wall pieces were removed for

a more realistic look along the roof seams.
For a more realistic look on the steeple we suggest sanding
the edges to a 45 degree angle so they can smoothly butt
up to each other. This will prevent having to overlap the
pieces. Consider applying putty very sparingly along some
of the seams.





