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Step 9

Remember that
tabs are removed.
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Note that these two parts
must go on the inside
edge of the other two wall
pieces.

Step 10

Positioning as directed will
insure that trim fits as designed.
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Note: Steeple supports are

not included in your version

of this kit as they are not needed
for smaller scales. Place the
square steeple support piece on
top of the tower. Your steeple
pieces will attach to this piece.
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Carefully sand the short edges of the lower steeple parts
so that they join with minimal seam showing. Sand
to about a 45 degree angle. Glue these together
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N Scale Church Parts
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Note: Tabs have been
removed to enhance

the realism. tis VERY

important that the
front and back of

the main church
structure be placed
inside the longer

side walls. This allows
the trim to fit properly.

IT1S RECOMMENDED TO GO THROUGH ALL THE PAGES
AND SEE EACH STEP BEFORE STARTING THE ASSEMBLY
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IF YOU PUSH THESE PIECES(WINDOWS) HALFWAY
THROUGH THE FRAME AND HALFWAY THROUGH
“THE WALL, THE FRAME MIGHT STAY IN PLACE

WITHOUT GLUING - THIS APPLIES TO ALL WINDOWS
AND DOORS

'YOU MIGHT NEED TO LOSEN UP THIS WALL A BIT
IN ORDER TO LET THE ROOF SLIDE INTO PLACE




image4.jpeg
Important! Front piece MUST
be placed inside the side walls
for proper trim fit.

Note: Tabs have
been removed. Align
carefully.
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